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NOTES FOR TEMPORARY TRAFFIC SIGNALS

. ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND COMMUMICATION

DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S) SHALL BE FURNISHED BY THE CONTRACYOR.

. ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT APPROVED CLOSED LOOP

EQUIPMENT MANUFACTURERS WILL BE APPROVED FOR USE AT TEMPORARY SIGNAL LOCATIONS,
ALL CONTROLLERS USED FOR TEMPORARY TRAFFIC SIGNALS SHALL BE FULLY ACTUATED NEMA
MICROPROCESSOR BASED WITH RS232 DATA ENTRY PORTS COMPATIBLE WITH EXISTING
MONITORING SOFTWARE APPROVED BY IDOT DISTRICT i, INSTALLED IN A NEMA T52 CABINET.
ONLY ONE BRAND OF CONTROLLER WiLl BE ACCERTED FOR ANY ONE CONTRACT.

. ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL SECTIONS SHALL BE LED AND

127 (300mmy DIAMETER. HEADS SHALL BE PLACED AS INDICATED ON THE TEMPORARY TRAFFIC
SIONAL PLAM OR AS DIRECTED BY THE ENGINEER, PEDESTRIAN SIGNALS SHALL INCLUDE

SOLID INTERNATIONAL SYMBOLS. PERESTRIAN SIGNALS WITH CQUNTDOWN TIMERS SHALL BE
USED WHEN THE EXISTING INSTALLATION UTILIZES COUNTDOWN TYPE OR AS DIRECTED BY THE
ENGINEER. COUNTDOWN TYPE PEDESTRIAN SIGNALS ARE NOT TO BE INSTALLED AT A RAILRQAD
INTERSECTION, THE CONTRACTOR SHALL FURNISH £NQUGH CABLE SLACK TO RELCCATE HEADS
TG AnY POSITION ON THE SPAN WIRE OR AT LOCATIONS ILLUSYRATED ON THE PLANS FOR
CONSTRUCTION STAGING, THE TEMPORARY TRAFFIC SICHAL SHALL REMAIM IN CPERATION
DURING ALL SIGNAL HEAD RELOCATIONS, EACH TEMPORARY TRAFFIC SIGNAL HEAD SHALL

HAVE 1715 OWh CABLE FROM THE CONTROLLER CABINET TG THE SIGNAL HEAD.

. ALL EXISTING STREET MAME AND IMTERSECTION REGULATORY SIGNS SHALL BE REMOVED

FROM EXISTING POLES, RELOCATED AND SECURELY FASTENED TO THE SPAN WIRE OR WOOD
POLE AS DIRECTED BY THE ENGINEER,

ANY TEMPORARY SIGNAL WITHIN AN £XISTING CLOSED LOOP TRAFFIC SIGNAL SYSTEM
SHALL BE INTERCONNECTED TO THAT SYSTEM USING SIMILAR BRAND CONTROL EQUIPMENT,
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. THE TEMPORARY TRAFFIC SIGNAL SHALL RAVE THE SIGNAL HEAD DISPLAYS, SIGNAL HEAD

PLACEMENTS AND CONTROLLER PHASING MATCH THE EXISTING TRAFFIC SIGNAL, AT THE TIME
OF THE TURN ON, 1F NO TRAFFIC STAGING 1S IN PLACE OR WILL NOT BE STAGED ON THE
DAY OF THE TURN ON,

. UNINTERRUPTIBLE POWER SUPPLY (UPSy SYSTEMS SHALL BE INSTALLED AND MADE OPERATIONAL

AT TEMPORARY TRAFFIC SIGNAL INSTALLATIONS WHERE YPS IS INSTALLED AT THE EXISTING
TRAFFIC SICMAL, TEMPORARY TRAFFIC SIGNALS AT RAILROAD INTERSECTIONS, AND TEMPORARY
TRAFFIC SIONALS AT INTERSECTIONS WITH FIRE STATION ACTUATED EMERGENCY VEMICLE
PRE-EMPTION, OR WHEN INDICATED ON THE PLANS.

. TRAFFIC SIGNAL MANAGEMENT SYSTEMS SHALL BE MAINTAINED IN CPERATION AS INDICATED

ON THE PLANS OR AS DIRECTED BY THE ENGINEER, REQUIRED EQUIPMENT SHALL BE AS SHOWN
ON THE PLANS AND THE CONTRACTOR BHALL PLACE THE EQUIPMENT In OPERATION TO THE
SATISFACTION OF THE ENGINEER AND THE AGENCY RESPONSIBLE FOR THE TRAFFIC SIGNAL
MAMNAGEMENT SYSTEM,

. DETECTION AT TEMPORARY TRAFFIC SIGNALS SHALL BE INCLUDED FOR ALL APPROACHES OF

THE INTERSECTION UNLESS INDICATED OTHERWISE ON THE PLANS. THE DETECTION SYSTEM
MUST MEET THE SPECIFICATIONS OF DISTRICT 1 AND THE CONTRACTOR SHALL PLACE THE
DETECTORS INTO OPERATION TO THE SATISFACTION OF THE ENGINEER.

WHEN PAN, TILT, ZOOM CAMERAS ARE INSTALLED AT THE EXISTING INTERSECTION OR ARE
CALLED FOR IN THE FLANS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING AND
MAINTAINING THE CAMERAS TO THE SATISFACTION OF THE ENGINEER AND THE AGENCY
RESPONSIBLE FOR THE CAMERAS.
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SPECIAL NOTE 7O CONTRACTOR:

THE EXISTING TRAFFIC SIGNAL INSTALLATION SHALL BE DISCONNECTED AND ALt THE EXISTING
SIGNAL HEADS, TO REMAIN 1N PLACE, SHALL BE BAGGED WHEN THE TEMPORARY TRAFFIC SIGNAL
INSTALLATION IS IN PLACE AND IN OPERATION. UPON COMPLETION OF THE CONSTRUCTION
ACTIVITIES, AND PRIOR TO REMOVAL OF THE TEMPORARY TRAFFIC SIGNAL INSTALLATION, THE
EXISTING TRAFFIC SIGNAL HEADS SHALL BE UNBAGGED AND THE EXISTING TRAFFIC SIGNAL
INSTALLATION SHALL BE MADE OPERATIONAL AS DIRECTED BY THE ENGINEER

INSTALL TEMPORARY INTERCONNECT CABLE NO. 62.5/125 MMIZF SMI2F

SETWEEN THE EXISTING CONTROLLER CARINET AND THE TEMPORARY
CONTROLLER CABINEY, FOR THE PURPOSE OF MAINTAINING EXISTING
INTERCONNECT SYSTEM, THIS WORK SHALL BE INCIDENTAL TO THE PAY
ITEM “TEMPORARY TRAFFIC SIGNAL INSTALLATION.

PRIOR TO CONSTRUCTION THE CONTRACTOR SHALL TEST FOR RADIO

FREQUENMCY INTERFERENCE PRIOR TO USING "RADIQO INTERCONNECT': A
COPY OF RESULTS WILL BE PROVIDED TO THE BURLAU QF TRAFFIC

OPERATIONS FOR RECORD.

THE TRAFFIC SIGNAL CONTROL
EQUIPMENT FOR THIS PROJECT
SHALL BE “EAGLE"” TO MATCH

THE EXISTING ADJACENT SYSTEM.
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